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100mm COLDROOM PANEL
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12 mm MDF FIXED 15mm HYGENIC PANELLING
TO METAL STUDWORK, i FIXING BRACKET
TO RECEIVE PAINT
FINISH.
=l DETAIL3
10mm HYGENIC PANELLING
# 92mm STUD WALLING
\ 15mm HYGENIC PANELLING
FIXING BRACKET
I
90 x 90 x 5mm SHS POST
WITH 300 x 30Cmm
BASEPLATE TO S.E. DETAILS. DETA'L 6
\
DETAIL 6a 15mm HYGENIC PANELLING
NOTE: MATERIAL CHANGES TO FIXING BRACKET
,_lla 12 mm MDF
= [
92
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\12 mm MDF FIXED
/ DETALL 62 D M S po
ALUMINIUM END CHANNEL MITRED  NOTE: MATERIAL CHANGES TO  FINISH.
AT CORNERS TC FORM ONE 10mm HYGENIC PANELLING

PIECE. COLOUR CODED TO
MATCH HYGENIC PANELS.

12 mm MOF FIXED TC TIMBER
,BATTENS, TO RECEIVE

// PAINT FiNISH.

10mm HYGENIC PANELLING

12 mm MDF FIXED /

TO METAL STUDWORK,
TO RECEIVE PAINT
FINISH.
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100mm COLDROCM PANEL

DETAIL1

|~ 50x32mm SW BATTENS
SATTENS ADHESIVE FIXED

TO COLD ROOM PANELS

MDF FIXINGS MUST NOT
PENETRATE COLD ROOM PANELS

10mm HYCGENIC PANELLING

DETAIL 4

ALL BATTENS MUST BE ADHESNE
10mm HYGENIC PANELLING FIXED TO COLD ROOM PANELS. MDF
FIXINGS MUST NOT PENETRATE COLD
ROOM PANELS.

92mm STUD WALLING

15mm HYGENIC PANELLING
FIXING BRACKET

92mm STUD WALLING

10mm HYGENIC PANELLING

DETAIL 7

15mm HYGENIC PANELLING
| FIXING BRACKET 15mm HYGENIC PANELLING
FIXING BRACKET

N\

\
15mm HYGENIC PANELLING Y 10mm HYGENIC PANELLING
' FIXING 3RACKET
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92mm STUD WALLING

1Cmm HYGENIC PANELLNG

15mm HYGENIC PANELLING
FIXING BRACKET

DETAIL 2
| 15mm HYGENIC PANELLING
[ / FIXING BRACKET
¥
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DETAIL 2a

NOTE:

10

DETAIL 5§

TN 12 mm MDF FIXED
TO METAL STUDWORK,

TO RECEIVE PAINT

MATERIAL CHANGES To  FINISH.
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REFER TO STRUCTURAL ENGINEERS
DRAWINGS FOR DETAILS OF
SUPPORTING STEELWORK.

STUD PARTITIONING K10/118.
HYGENIC WALL PANELLING K13/120.
COLD ROOM PANELS K30/127.

Smm HYGENIC PANELLING
FIXING BRACKET

10mm HYGENIC PANELLING
7

ALUMINIUM END CHANNEL MITRED
AT CORNERS TO FORM ONE

N ’r/mgcg. COLOUR CODED TO

MATCH HYGENIC PANELS

| /50x32mm SW BATTENS

15mm HYGENIC PANELLING

15mm
FIXING

DETAIL 8

10mm HYGENIC PANELLING — __ |

HYGENIC PANELLING = 1

FIXING BRACKET

BRACKET
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\ 10mm HYGENIC PANELLING

e 92mm STUD WALLING

B



ALUMINIUM CAPPING CHANNEL
MITRED AT CORNERS, TO
FORM ONE PIECE. COLOUR
CODED TO MATCH HYGENIC
PANELS.

10mm HYGENIC PANELLING
(15mm OVERALL INCLUDING
FIXING BRACKET).
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TEL: 01908 3555H, TD PREP AREAS

SUBJECT TO IMPAC’

REMANING PREPS — COLOUR BEIGE 501

(P20/438)

1200mm HIGH PLYWOOD PATRESS
FOR FIXING OF FITTINGS.

ALL_HYGE AREAS
PATRESS TO BE FLUSH WITH STUDDING

ENIC WALL PANEL

CARTGUARD ELIPSE VINYL auuP
E

(P20/438)

BUMP RAIL FIXED TO WALL AT 200
C/C WITH RADFORD 30036 4x18 &/irr 4}

ALUMINIUM RIVETS
SPECIFIED SKIRTING (MS0/771)
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~f—8[ 7O CONFIRM SERVICE REQUIREMENTS
re———-—-——DOUBLE STUD AT HEAD
(K10/118).
STUD WALLING
(K10/118),

e 10mm HYGENIC PANELUNG
(15mm OVERALL INCLUDING
FIXING BRACKET).

2600

g

/|

-

SHS WITH 300 SQ
x 12mm THICK BASE PLATE,
WITH 4 No 18mm @ HOLES,
BASE PLATE FIXED DIRECTLY
T0 "ONCREI'E SLAB USING
4 No 16mm @ RESI

BOLTS. SEE SE DETAus FOR
POST LOCATIONS.

50x50x2mm GALY. ANGLE FIXED
TO PANELS AT 300mm CENTRES
WITH @ 5.5mm SELF DRILLING

SELF TAPPING STEEL FASTENERS
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300,

100mm EUROBOND COLDROOM

CEILNG

PANEL (K30/127)

M12 THREADED ROD AND

TOP HAT CEILNG SUPPORT
SYSTEM BY EUROBOND AT
1800MM CENTRES
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S0x50x2mm GALV. ANGLE FIXED
TO PANELS AT Jaumm cENers
WITH @ 5.5mm

SELF TAFP\NG STEEL FASTENERS

100mm EUROBOND COLDR

2200

WALL PANEL (K30/127)

ALUMINIUM CAPPING CHANNEL
MITRED AT CORNERS, TO FORM

| ONE_PIECE. COLOUR CODED TO
MATCH HYGENIC PANELS.

——————12mm MDF_FIXED TO
50x32mm SW BATTENS, TO
RECEVE PAINT FINISH.

Jurval

ALL BATTENS MUST BE ADKESIVE

FIXED TO CCOLD ROOM PANELS.
MDF FIXINGS MUST NOT
PENETRATE COLD ROOM PANELS.

50x50x2mm GALY. ANGLE FIXED
10 PANELS AT 300mm CENTRES
WITH @ 55mm SELF DRILLING
SELF TAPPIG STEEL FASTENERS
154

ALUMINILM oapawc CHANNEL
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CODED 70 MATCH HYGENIC

PANELS.
e—————DOUBLE STUD AT HEAD
i (K10/118},

10mm HYGENIC PANELLING
(15mm OVERALL :NCLUDING ——
FIXING BRACKET). 92mm STUD WALLING
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CARTGUARD ELIPSE VYL BUMP
RAIL BY 'WcCUE INTERNATIONA

51905 385511, 10 PREP AREAS
SUBJECT TO IMPACT:
REMAINING PREPS - COLOUR BEIGE 50!
(P20/438)

1200mm HIGH PLYWOOD DATW‘SS
FOR FIXNG OF FITTINGS.

10, ALL HYSENIC WALL PANEL EA
DATRESS TO BE FLUSH WITH STUDDING
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LOCATION OF VERTICAL
SERVICES TO 8E CONFIRMED

SECTION AA

100
ALUMINIUM CAPPING CHANNEL wITH
MITRED AT CORNERS, TO FORM
ONE_PIECE. COLOUR CODED TO

MATCH HYGENIC PANELS.
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CEILNG PLNEI (30/127)
100mm EUROBOND COLOROOM

50x50x2mm GALV. ANGLE FIXED
TO PANELS AT 300mm CENTRES
WITH @ 55mm SELF DRILLING

SELF TAPPING STEEL FASTENERS

100mm EUROBOND COLDROOM—
)

WALL PANEL (K30/127'

2200

50x50x2mm GALY. ANGLE FIXED
TO PANELS AT 300mm CENTRES
® 5.5mm SELF DRI

SELF TAPPING STEEL FASTEN[RS

100mm EUROBOND COLDROOM
CEWLING PANEL (K30/127)
M12 THREADED ROD AND

TOP_HAT
M

CEIUNG SUPPORT
EUROBOND AT

1800MM CENTRES

50x50x2mm GALY. ANGLE FIXED

TO PANELS AT 300mm CENTRES
mm_SELF DRILLING

SELF TAPP\NC STEEL FASTENERS

COLDROOM

100mm EUROBOND COLDR

WALL PANEL (K30/127)

2200
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REFER TO STRUCTURAL
ENGINEERS DRAWINGS FOR
CETAILS OF SUPPORTING
STEELWORK.

STUD PARTITIONING K10/118
GENIC WALL PANELLING

K13/120.

COLD ROOM PANELS K30/127.

NOTE

ALL SFRVICES TO RF CONGEALED

ALUMINIUM CAPPING CHANNEL

MATCH HYGENIC PANELS.

10mm HYGENIC PANELLING
(15mm OVERALL INCLUDING
FIXING BRACKET).
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